= Gauge Blocks (Sets)

Material : Hardened steel

Hardness : HV650~800

Model No. Spec.(mm) Step(mm) Quantity
GB-9122-0 1.0005 0.0005 )
Grade : 0 1.001-1.009 0.001 9
1.01-1.49 0.01 49
GB-9122-1 1.6-1.9 01 4
Grade : 1
0.5-24.5 0.5 49
GB-9122-2 30-100 10 8
Grade : 2 25’75 _ 2
GB-9112-0 1.0005 0.0005 1
Grade : 0
1.001-1.009 0.001 9
GB-9112-1
Crade - 1 1.01-1.49 0.01 49
5-24. . 49
e 0.5-24.5 0.5
Grade : 2 25-100 25 4
GB-9103-0
Grade : 0 1.005 0.005 1
GB-9103-1 1.01-1.49 0.01 49
Grade : 1 0.5-245 0.5 49
GB-9103-2 25-100 25 4
Grade : 2
GB-9087-0
Grade : 0 1.001-1.009 0.001 9
GB-9087-1 1.01-1.49 0.01 49
ey 0.59.5 0.5 19
GB-9087-2 10-100 10 10
Grade : 2

*Accuracy: according to DIN 861/ISO 3650 standard
*Full set with the calibration report of JCC (ISO 17025)

MEASURING GAUGE

Model No. Spec.(mm) Step(mm) Quantity
GB-9047-0 1.005 0.005 1
Grade : 0
1.01-1.09 0.01 9
GB-9047-1
Grade © 1 1.1-1.9 0.1 9
1-24 1 24
GB-9047-2
Grade : 2 25-100 25 4
GB-9038-0 1.005 0.005 1
Grade 0 1.01-1.09 0.01 9
GB-9038-1 1.1-1.9 0.1 9
Grade : 1
1-9 1 9
GB-9038-2
= 10-100 10 10
GB-9020-0
Grade : 0
5-100 5 20
GB-9020-1
Grade : 1
GB-9010-0 1.0-1.5 0.25 3
Grade : 0
2.0-3.0 1 2
GB-9010-1
Grade - 1 5.0-25.0 5 5
GB-9009-0
Grade : 0
1.001-1.009 0.001 9
GB-9009-1
Grade : 1




m Gauge Block (Sets)
Material: Tungsten carbide

Hardness HV1300-1600

o

Model No. Spec.(mm) Step (mm) Quantity
GB-T9122-0 1.0005 0.0005 )
Grade = 0 1.001-1.009 0.001 9
1.01-1.49 0.01 49
GB-T9122-1 1.6-19 0.1 4
Grade : 1
0.5-24.5 0.5 49
. 8
GB-T9122-2 30-100 10 5
Grade : 2 25;75 -
GB-T9112-0 1.0005 0.0005 1
Grade : 0
1.001-1.009 0.001 9
GB-T9112-1
Crade : 1 1.01-1.49 0.01 49
0.5-24.5 0.5 49
GB-T9112-2
Grade : 2 25-100 25 4
GB-T9103-0
Grade : 0 1.005 0.005 1
GB-T9103-1 1.01-1.49 0.01 49
Grade : 1 0.5-24.5 0.5 49
GB-T9103-2 25-100 25 4
Grade : 2
GB-T9087-0
Grade : 0 1.001-1.009 0.001 9
GB-T9087-1 1.01-1.49 0.01 49
Cradclbs 0.5-9.5 0.5 19
GB-T9087-2 10-100 10 10
Grade : 2

Model No. Spec.(mm) Step (mm) Quantity
GB-T9047-0 1.005 0.005 1
Grade : 0
1.01-1.09 0.01 9
GB-T9047-1
Grade © 1 1.1-1.9 0.1 9
1-24 1 24
GB-T9047-2
Grade : 2 25'100 25 4
GB-T9038-0 1.005 0.005 1
Grade : 0
1.01-1.09 0.01 9
GB-T9038-1
Grade © 1 1.1-1.9 0.1 9
1-9 1 9
GB-T9038-2
Grade : 2 10-100 10 10
GB-T9010-0 1.0-1.5 025 3
Grade : 0
2.0-3.0 1 2
GB-T9010-1
Grade * 1 5.0-25.0 5 5
GB-T9009-0
Grade : 0
1.001-1.009 0.001 9
GB-T9009-1
Grade : 1

MEASURING GAUGE

*Accuracy: according to DIN 861/ISO 3650 standard
*Full set with the calibration report of JCC (ISO 17025)




® Gauge Block (Sets)

Material: Ceramic

Hardness HV1100-1400
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Model No.

Spec.(mm)

Step(mm)

Quantity

GB-C9122-0 1.0005 0.0005 1
1.001-1.009 0.001 9
Grade 0 1.01-1.49 0.01 49
1.6-1.9 0.1 4
GB-C9122-1
0.5-24.5 0.5 49
Grade : 1 30-100 10 8
25,75 - 2
GB-C9112-0 1.0005 0.0005 1
Grade : 0 1.001-1.009 0.001 9
1.01-1.49 0.01 49
GB-C9112-1
0.5-24.5 0.5 49
Grade : 1
25-100 25 4
GB-C9103-0 1.005 0.005 1
Grade : 0 1.01-1.49 0.01 49
GB-C9103-1 0.5-24.5 0.5 49
Grade : 1 25-100 25 4
GB-C9087-0 1.001-1.009 0.001 9
Grade : 0 1.01-1.49 0.01 49
GB-C9087-1 0.5-9.5 0.5 19
Grade : 1 10-100 10 10

MEASURING GAUGE

Model No. Spec.(mm) Step(mm) Quantity
GB-C9047-0 1.005 0.005 1
Grade : 0 1.01-1.09 0.01 9
1.1-1.9 0.1 9
GB-C9047-1
1-24 1 24
Grade : 1
25-100 25 4
GB-C9038-0 1.005 0.005 1
Grade : 0 .1.01-1.09 0.01 9
1.1-19 0.1 9
GB-C9038-1
1-9 1 9
Grade : 1
10-100 10 10
GB-C9011-0 1.0 i ]
Grade : 0
1.0005 - 1
GB-C9011-1
Grade * 1 1.001-1.009 0.001 9
GB-C9010-0 1.0-1.5 025 3
Grade : 0
GB-C9010-1 2.0-3.0 1 2
Grade : 1 5.0-25.0 5 5

*Accuracy: according to DIN 861/ISO 3650 standard
*Full set with the calibration report of JCC (ISO 17025)




